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01. SAFETY PRECAUTIONS

FUSE



02. PRODUCT OVERVIEW



03. FILLING THE TANK
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Inlet



04. OPERATING THE UNIT

 

 

 

 

2 Speed Output Control



05. CLEANING



06. MAIN PARTS
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7. Switch-Assy

10. Belt

13. Hose

16.  Air-Nipple

8.  Assy-Solenoid Valve

11.  Assy-Connector

14.  Tank-Assy

17. Water-Nipple

9. Check Valve

12. Body-R,L

15. Cap-Tank

18. Case-Motor
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Con�gura on C20 C100+ C150+

Speci�ca on

Dimensions 470x240x200mm 520x300x160 mm 620x310x170mm

Tank capacity 1.5L 4L 6L

Net Weight 3.0kg 3.5kg 4.5kg

Nozzle 1.5/3.0 Ø 3.5 Ø 3.5 Ø

Vent Size 10  Ø 13 Ø 18 Ø

Injec on 0.2L/M 0.2 ~ 1 L/M 0.2 ~ 1 L/M

In 2~7 metres
(Horizontal)

5 ~ 10 metres
(Horizontal)

5 ~ 10 metres
(Horizontal)

Flow rate 50 ~60 LPH 50 ~60 LPH

Droplet size 5~ 50 Microns 5~ 50 Microns

Cable 10  metres 10 metres 1

80 Degrees 80 Degrees 80 Degrees

0 metres

Motor

Voltage 220V/ 110V- 50~60HZ 220V/ 110V- 50HZ 220V/ 110V- 50HZ

 560 Wa s 1,150 Wa s 1,150 Wa s

25,500~31.500 RPM 31,500 RPM 31,500 RPM

Pressure 33Kpa 33Kpa

500 h 800 h 800 h

  

15 ~ 30LPH

5~ 50 Microns

Diameter

RPM

Motor Life Cycle
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PRODUCT GUARANTEE



PRODUCT GUIDANCE

-

1. Please do not overfill the solution tank more than the following suggested amount:

C20: 1.5L (less than 3 jugs of 500ml)
C100+: 4.0L
C150+:6.0L

2. This machine is not for fogging any powder based solutions; these can cause blockages and 
damage to the machine. Only use solutions between the pH levels of 3 and 10.

3. Please do not lay do the machine on the left side, right side or upside down. Always keep the 
machine upright. If not, the solution might flow into the motor area and cause a short circuit, which 
shortens the lifesoan of the motor




